CITY OF INDIAN HARBOUR BEACH

2055 South Patrick Drive | Indian Harbour Beach, Florida 32937
(321) 773-3181 :
Fire Marshal

RESIDENTIAL RENTAL PROPERTY  Eric Wykoff
FIRE SAFETY INSPECTION CHECKLIST 35, S37 760

Property owner is responsible for maintaining this level of safety every year after initial inspection.

Property Address: Inspector:
Unit #: Date of Inspection: Inspection Type:
] Initial
Owner/Agent: O Amnal
[C] Reinspection

Pass Fail N/A | Requirement

Smoke Alarms: UL 217 listed, hardwired with battery backup. Installed in each

] ] | @ bedroom and in hallways leading to bedrooms. Buildings 4 stories or more must
have interconnented detectors. At least one bedroom must have a strobe light
smoke detector. Installed by a certified electrician.

Emergency Lighting: Above or near the main exit, hardwired with battery backup.
O ] O E Operates for at least 1 hour and illuminates the primary exit. Installed by a
certified electrician.
Fire Extinguisher: Minimum 2A-10BC, fully charged, mounted and accessible.
Visible manufacture date and current service tag from a qualified company.
Re-inspected and re-tagged annually. If in a cabinet, label “FIRE EXTINGUISHER™ |
on the door.

Grills: No LP, propane, or charcoal grills on balconies or patios (multi-family).
Outdoor grills must be at least 10 feet from any structure or overhead obstruction.
An additional extinguisher may be required if deemed necessary.

penetrations.

Evacuation Floor Diagram: Posted in a conspicuous location on or near the
primary exit door and next to the interior door of each bedroom (minimum
8.5" x 117). Must show actual floor arrangement, primary and secondary exits,
and room identification.

Address Identification: Street address, building and unit numbers clearly visible
from the road, mounted on the outside of the structure (minimum 4-inch letters)
and of contrasting color. Recommended on mailbox as well.

~
i Mechanical/AC Rooms: No storage of combustibles. No floor or ceiling

| Emergency Information Posted: In a conspicuous area and must include:
Dial 9-1-1 for Police, Ambulance, or Fire Department

Complex name, street address, unit number, phone number (if applicable)
Owner or agent name, address, and phone number (if applicable)
Nearest hospital address/location

Maximum occupancy of rental

Maximum number of vehicles allowed to park at the property
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CITY OF INDIAN HARBOUR BEACH  Fire Marshal

2055 South Patrick Drive | Indian Harbour Beach, Florida 32937 Eric Wykoff
(321) 773-3181 Cell:

RESIDENTIAL RENTAL PROPERTY (921) 522-6709
FIRE SAFETY INSPECTION CHECKLIST (CONTINUED)

FIRE SAFETY (CONTINUED)
Pass: Fail _ N/A _ Rm:ﬂirpmept

Gas Appliances: All applicable gas appliances must be vented to the outside.
Carbon monoxide detector required in area.

Flammable Liquids: No flammable liquids or gases stored in units or garages.

Water Hazard Exits: All exits that have access to a water hazard (pool, canal, etc.)
shall have a door alerting device.

o«
0 Pool Safety: Any property with a pool must have a pool hook and a life safety ring
@1

(safety ring required only for canal access).

3| CON Sy

Occupancy: Two (2) occupants per bedroom plus two (2) additional occupants.
(Mot to exceed 8 occupants total )

Gates/Fences: All gates and/or fences to property must lock and latch securely.

O
O

ELECTRICAL SAFETY

| Pass Fail | N/A Requirement

11 Extension Cords: No unapproved extension cords or multi-plug adapters.
| | | , UL listed power-strips with built-in circuit breakers are approved. No extension cords
| shall be used in place of permanent wiring.
| ] | 0 Wiring: No exposed wiring or other dangerous conditions.
™ m | " G.F.C.l. Qutlets: Required in areas within 6 feet of an open water source
LB, (sinks, etc.).
| | | ﬁ Electrical Panel: Clearly labeled with no open spaces or exposed wiring.
Pass | Fail =N/A | Requirement
Means of Egress: All means of egress are maintained, unobstructed and in
O O O ﬁ good condition.
Egress Doors: Latch, are lockable, and all dead bolt locks must be easily unlocked
| (| ] I from the inside without a key (thumb turn). Only one lock allowed and no secondary

locks on windows/sliding glass doors.

Emergency Escape Windows (Bedrooms): Approved escape windows required
and maintained. Must open from inside without the use of tools or special equipment

‘ and provide a clear opening with a minimum of 5.7 square feet, minimum width of
20 inches, minimum height of 24 inches, and maximum sill height of 44 inches above
the floor. Window must be directly accessible to fire department rescue apparatus
or fire department extension ladder.
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| Comments: | Inspection Result:

[ ] Passed [ ] Failed
[C] Reinspection Required

Inspector Signature: Date: Page 2 of 2






